WHITE RING-Machine Taps

Maschi a macchina con collarino bianco

Form C/39° RSP HSS-E
Nominal Diameter L1 L2 D2 ) Art.-No. €
D
MF Tol. ISO2/6H DIN 374
M 5x0.5 70 5 3.5 2.7 36903 18,70
M 6x0.75 80 8 4.5 3.4 36904 18,70
M 8x0.75 80 8 6.0 4.9 36906 18,70
M 8x1.0 90 10 6.0 4.9 36907 18,70
M 10x 1.0 90 10 7.0 5.5 36909 22,50
M 10 x 1.25 100 16 7.0 15 36910 22,20
M 12x1.25 100 15 9.0 7.0 36913 28,60
M 12x1.5 100 15 9.0 7.0 36914 28,60
M 14x15 100 15 11.0 9.0 36917 35,20
M 16x 1.5 100 15 12.0 9.0 36921 40,70
M 18x 1.5 110 17 14.0 11.0 36925 50,60
M 20x 1.5 125 17 16.0 12.0 36929 56,10
UNC Tol. 2B DIN 371
UNC 1/4 x20 80 13 7.0 55 36945 15,10
UNC 5/16 x 18 90 14 8.0 6.2 36946 18,20
UNC 3/8x 16 100 16 9.0 7.0 36947 20,00
DIN 376
UNC 7/16 x 14 100 17 8.0 6.2 36948 25,30
UNC 1/2x13 110 20 9.0 7.0 36949 25,30
UNF Tol. 2B DIN 371
UNF 1/4 x 28 80 10 7.0 55 36965 15,10
UNF 5/16 x 24 90 10 8.0 6.2 36966 18,20
UNF 3/8 x24 100 10 9.0 7.0 36967 20,00
DIN 376
UNF 7/16 x 20 100 13 8.0 6.2 36968 25,30
UNF 1/2x20 100 13 9.0 7.0 36969 25,30
G (BSP) DIN 5156
G 1/8 x 28 90 20 7.0 5.5 36992 22,00
G 1/4 x 19 100 22 11.0 9.0 36993 27,50
G 3/8 x 19 100 22 12.0 9.0 36994 37,70
G 1/2 x 14 125 25 16.0 12.0 36995 48,40
Application: Applicazione:

Stainless steel (INOX),

long chipping up to 1000 N/mm?

- abrasive material

- chrome-nickel alloys

- surface treatment: steam tempered
- for blind holes
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Acciaio inossidabile,

truciolo lungo a 1.000 N/mm?
- materiali difficile da tagliare

- Acciaio legato al Cr
- Superficie: vaporizzato

- per fori ciechi
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