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DIN 371
M   3 x 0.5 56 11 3.5 2.7 35650
M   4 x 0.7 63 13 4.5 3.4 35652
M   5 x 0.8 70 16 6.0 4.9 35653
M   6 x 1.0 80 19 6.0 4.9 35654
M   8 x 1.25 90 22 8.0 6.2 35655
M 10 x 1.5 100 24 10.0 8.0 35656
DIN 376
M 12 x 1.75 110 29 9.0 7.0 35657
M 14 x 2.0 110 30 11.0 9.0 35658
M 16 x 2.0 110 32 12.0 9.0 35659

DIN 371
M   3 x 0.5 56 11 3.5 2.7 35550
M   4 x 0.7 63 13 4.5 3.4 35552
M   5 x 0.8 70 16 6.0 4.9 35553
M   6 x 1.0 80 19 6.0 4.9 35554
M   8 x 1.25 90 22 8.0 6.2 35555
M 10 x 1.5 100 24 10.0 8.0 35556
DIN 376
M 12 x 1.75 110 29 9.0 7.0 35557
M 14 x 2.0 110 30 11.0 9.0 35558
M 16 x 2.0 110 32 12.0 9.0 35559

Fluteless Machine Taps
metric ISO-thread DIN 13

Maschi a rullare

DIN 371/376 2.1/2 Thread Start HSSE-VAP Tol. ISO2X/6HX

Nominal Diameter L 1 L 2 D 2 Art.-No.

D

without Oil Groove/senza canali di espulsione

with Oil Groove/con canali di espulsione

Applicazione:

VAP (vaporizzato):

Application:

VAP (Steam Tempered):


